
UB-MT-500NPT ASSEMBLY INSTALLATION GUIDE:
BILL OF MATERIAL REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

ASSEMBLE SPEAKER TO U-BRACKET (REFER TO U-BRACKET INSTALLATION GUIDE).1.

ATTACH UB-MT-500NPT TO THE TUBE EXTENSION FROM ABOVE. MAKE SURE TO LOOSEN THE SET SCREW SO 2.
        THAT THE TUBE EXTENSION CA EASILY SCREWED INTO THE COUPLING OF THE TUBE ADAPTER MOUNT.
        DO NOT TIGHTEN THE SET SCREW YET UNTIL FINAL SPEAKER DIRECTION IS SET (FIGURE 1).

ATTACH THE U-BRACKET WITH SPEAKER (OPTIONAL TO ATTACH SPEAKER TO U-BRACKET) TO THE UB-MT-500NPT 3.
        USING THE PROVIDED SCREWS,NUTS AND FLAT WASHERS. TIGHTEN PERMANENTLY. MAKE SURE TO USE THE 
        APPRORIATE BOLTS TO U-BRACKET AND THE TUBE ADAPTER MOUNT (FIGURE 1). TIGHTEN BOLTS PERMANENTLY. 

        NOTE:
        FOR THE U-BRACKETS THAT HAVE THE SMALLER HOLES ON THE BASE, USE THE PROVIDED 5/16 BOLTS, FLAT WASHERS
        AND NUTS.

4.    TIGTHEN SET SCREW ON THE COUPLING TO SECURE THE PIPE FROM 
       ROTATING (FIGURE 1 AND 2)
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